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250 3,2 2,2 30 80 TFN NL30 866.250.280.30
3,2 2,2 30 80 TF NL30 866.250.380.30

300 3,2 2,2 30 96 TFN NL30 866.300.196.30
3,2 2,2 30 96 TF NL30 866.300.396.30

350 3,5 2,5 30 108 TF NL30 866.350.308.30
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 / Y O U R  C U T T I N G  E D G E  P A R T N E R

 ▪ Sliding table saw.
 ▪ Vertical panel sizing.
 ▪ Table circular saws.

 ▪ �With�triple�chip�flat�grinded�carbide�teeth�(HW).
 ▪  Saw with negative cutting angle, suitable for vertical 
panel sizing.

 ▪  For cutting of high density coating wood based 
materials�(laminated�boards,�HPL,�etc.).

 ▪ High�wear�resistance.
 ▪ �Long�lasting�therefore�economic�(longer�life�between�
sharpenings).

 ▪ Excellent�finishing.

Specially suited for the furniture industry, FREZITE pre-
sents a saw blade with high wear resistant carbide teeth, 
guaranteeing�greater�tool�profitability.�Suitable�for�cutting�
chipboard or MDF with high density coatings. With a low 
noise design, will ensure a more comfortable working 
environment.

sales@frezite.com

MACHINES

TECHNICAL INFORMATIONAPPLICATION

ADVANTAGES

Need Help?

PLUS 
Circular saw blade for cutting MDF and chipboards panels

High wear resistance
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